
Gladiator Tow Harness Wiring 
 
7 Pin Supplied Umbilical Cord “G”: 

               8 Pin Connector                   7 Pin RV Plug 
               

     WHT 

     BLU 

     GRN 

     BLK 

     RED 

     BRN 

     YEL 

 

 

Under-Hood Cord “A”:  

               Fuse Holder/Connector            Ground Stud         8 Pin Connector “E” 

     

              WHT 

               BLU 

              GRN 

              BLK 

              RED 

              BRN 

 

 

 

Notes: 

Harness “A” connects to harness “B”, which runs to passenger side tail light area. 

Harness “B” has two relays for right turn and tail light signals, a pair of breakout connectors for the tail light 
housing and OEM wiring harness and a connector for harness “C”. A second ground lug is also present and must be 
connected but it is not shown on OEM instructions. 

Harness “C” runs from harness “B” on the passenger side to the driver’s side and holds two relays (left turn and both 
side tail lights), breakout connectors for the tail light housing and OEM wiring harness, a connector for harness “B” 
and a pair of wires with connectors to intercept the license plate light. 

If using the 12 volt + line as a charge line to allow the RV to charge the Jeep battery you will need to add a diode or 
a device like the RVI battery charger to prevent the Jeep battery from supplying constant power to the flat tow 
harness, which would enage the relays and disconnect the tail lights from the Jeep’s lighting circuits. 

The yellow wire (backup lights) dead ends just before the Mopar bumper connector “E” and is not used. 

The blue wire (trailer brakes) dead ends just before the fuse block on the end of harness “A”. 

These two wires could be accessed for another use if necessary. 

Pin 1 – Ground 

Pin 2 – Trlr Brakes 

Pin 3 – Tail Lights 

Pin 4 – 12 Volt + 

Pin 5 – Left Turn/Stop 

Pin 6 – Right Turn/Stop 

Pin 7 – Backup Lights 

Pin 7 – Ground 

Pin 6 – Trlr Brakes 

Pin 3 – Tail Lights 

Pin 1 – 12 Volt + 

Pin 2 – Left Turn/Stop 

Pin 5 – Right Turn/Stop 

Pin 4 – Not Used 

Pin 8 – Not Used 

Pin 7 – Ground 

Pin 6 – Trlr Brakes? 

Pin 3 – Tail Lights 

Pin 1 – 12 Volt + 

Pin 2 – Left Turn/Stop 

Pin 5 – Right Turn/Stop 

Pin 4 – Not Used 

Pin 8 – Not Used 

Pin 10 – Blank 

Pin 12 – Not Used 

Pin 6 – Tail Lights 

Pin 2 – 12 Volt + 

Pin 4 – Left Turn/Stop 

Pin 8 – Right Turn/Stop 



Gladiator Tow Harness Wiring 
 
6 Way Connectors: 

 

Images are taken from back side (where the screw terminals are) of the plug or socket. 
 

We do not use the trailer brakes terminal on our towing setu but the center terminal is used as a “12 

volt hot” battery charge line from the motorhome. 

Wiring Pinouts: 

      Mopar 
 Pin   Standard  Harness 
Usage     Color   Color 

Tail Lights    BRN   GRN 

Left Turn    YEL   RED 

Right Turn    GRN   BRN 

Ground     WHT   WHT 

Aux (12V Hot)    ORG   BLK 

Trailer Brakes    BLU   BLU 

 

 

 

 

 

 


